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The Bloodhound™ is packaged in a rugged Pelican™ cas e 
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Bloodhound™ Side Panel Connections 
 
 
 
 

 

Ethernet connection for 
WITSML or Internet 
connection to a home 
server system 

Analog out and dry 
relay contacts for 
depth and alarms 

Positive Pressure vent 
air supply.  This keeps 
the inside of the case 
pressurized with 
filtered air. 

Audio alarm 

Universal AC power 
From 90 – 250 VAC 
power and 45 – 65 Hz 

GPRS radio 
antenna 

DC power in/out … 
Runs from DC car 
adapter or powers DC 
Cavitator™ 

Pason compatible RS422 interface port … 
Used to connect to the Pason rig system 
for duplex connection. 

Sample gas in …   
This port has regulated flow 
and vacuum. 

USB B Personal Computer 
connection 

Analog depth marker in …   
This contact closure comes 
from a geolograph switch that 
marks depth 

Exhaust port.  The 1/2” size 
keeps the line from freezing 
in cold weather. 

RS232 WITS 
connection 

RS232 Personal 
Computer or 
external data logger 
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Start/stop and power 
off switch 

This indicates a vacuum 
fault when lit. 

Check list and more data 
screen. 

Menu and item selection 

This indicates a 
problem with the 
sample line when lit 

Patent Pending 
Attenuation knob that 
digitally acts the same 
as air dilution or 
percentage control 

This indicates a 
problem with an 
internal pump when lit 

 
Mute and enter key 

Menu and item selection 

USB A connection 
For Memory sticks 

USB A connection  
For Memory sticks 

LCD 

Bloodhound™ Front Panel 


